SUPPLEMENTAL

OWNER’S MANUAL

Assembly, Safety, Operating and Maintenance Instructions

Model MDD (16.5-HP Diesel)
Model MDG (21.0-HP Gasoline)
Model MT (20.0-HP Gasoline)

Please Read and Save These Instructions
For Safety, Read all Safety and Operation P/N 7895
Instructions Prior To Operating Machine Price $5.00




Foreword

Thank you. . .for purchasing Walker equipment. Every effort has been made to provide you with the
most reliable equipment on the market, and we are sure you will be among our many, many satisfied
customers. If for any reason this product does not perform to your expectations, please contact us at
(303) 221-5614. Your satisfaction is our goal.

Please. . .read this manual thoroughly! This manual is a supplement to Owner’s Manual P/N 5895,
and is to be used in conjunction with that manual and the manufacturer’s engine manual for the
specific engine on the mower model you have purchased. Before you operate your new equipment,
please read these manuals in their entirety. Some of the information is crucial for proper operation and
maintenance of the equipment - it will help protect your investment and ensure that the equipment
performs to your satisfaction. Some of the information is important to your safety, and must be read
and understood to help prevent possible injury to the operator or others. If anything in the manuals is
confusing or hard to understand, please call our service department, at (303) 221-5614, for clarification
before operating or servicing this equipment.

This manual is a Supplement. . .to Owner’s Manual P/N 5895. It covers Model MDD, Model MDG,
and Model MT Mowers, with the following engines, respectively: Kubota D600-B 16.5 HP diesel
engine (liquid cooled), Kubota WG600-B 21.0 HP gasoline engine (liquid cooled), and Kohler
COMMAND 20 HP gasoline engine (air cooled).

All shields and guards must be in place for proper and safe operation of this equipment. Where they
are shown removed in this manual, it is for illustration purposes only. Do not operate this equipment
unless all shields and guards are in place.

Specifications given are based on the latest information available at the time this manual was produced.
Walker Mfg. Co. is continually striving to improve the design and performance of its products. We
reserve the right to make changes in specifications and design without thereby incurring any obligation
relative to previously manufactured products.

Sincerely,

WALKER MANUFACTURING COMPANY

Bob Walker, President
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SECTION 1

General Information

HIGHLIGHTED INFORMATION

Information of special importance has been high-
lighted in this manual. DANGER, WARNING and
CAUTION identify personal safety related infor-
mation and are further identified by the safety alert
symbol 4 . IMPORTANT identifies mechanical
information demanding special attention, since it
deals with the possibility of damaging a part or
parts of the machine. NOTE identifies information
worthy of special attention.

IDENTIFYING NUMBER LOCATION

The tractor serial number is located on a serial
number plate affixed to the tractor body just below
the left rear corner of the seat. See Photo 1-1.
The mower deck serial number is located on a
serial number plate affixed alongside the angle
iron framing on the RH side of the RH blade drive
gearbox as shown by Photo 1-2. The model and
serial numbers will be helpful for obtaining replace-
ment parts and maintenance assistance. For ready
reference, please record these numbers in the
space provided on this page.

ENGINE SERIAL NUMBER LOCATION

Refer to the engine manual that accompanies this
Supplement for the location of the engine serial
number. For mower models covered by this Sup-
plement, engine manuals are available covering
the following engines: Kubota D600-B diesel
engine (liquid cooled), Kubota WG600-B gasoline
engine (liquid cooled), and Kohler CH20 gasoline
engine (air cooled).

SERVICING OF ENGINE AND DRIVETRAIN
COMPONENTS

The detailed servicing and repair of the engine,
hydrostatic transmission and gearboxes are not
covered in this manual; only routine maintenance
and general service instructions are provided. For
service of these components during the limited
warranty period, it is important to find a local
authorized servicing agent of the component manu-
facturer. Any unauthorized work done on these
components during the warranty period may void
your warranty. If you have any difficulty finding an
authorized outlet or obtaining warranty service,
please contact our Service Department for assis-
tance.

Service manuals are available for each of these compo-
nents from their respective manufacturers as follows:

Kubota Engines Kubota Tractor Corp.
1300 Remington Road

Schaumburg, IL 60173

Kohler Company
Kohler, W1 53044

Eaton Corporation
15151 Highway 5
Eden Prairie, MN 55344

Tecumseh Products Co.
900 North Street
Grafton, WI 53024

Kohler Engines

Hydrostatic Transmissions

Gearboxes (Deck)

Tractor Model No.

Tractor Serial No.

Deck Serial No.

Engine Model No.

Date of Purchase

Fill In By Purchaser

PHOTO 1-1 Tractor Serial No. Location




SPECIFICATIONS

Bisplacement

HP (@ 3600 RPM)
Max. RPM (No Load)
Governed RPM

Max. Torque
(Ft.-Lbs. @ RPM)

idle RPM

Spark Plug Type
Spark Plug Gap
Crankcase Capacity
Crankcase Lubricant

Fuel Tank Capacity
Fuel

Cooling System
Capacity (Approx.)

ELECTRICAL SYSTEM
Battery

Charging System
System Polarity
Ignition System

TRANSMISSION
Type/Model

Final Drive
Service Brake

Parking Brake
(Optional)

Ground Travel
Speed (MPH)
Blade Drive
Clutch And Brake

MODEL MDD
ENGINE SPECIFICATIONS
Manufacturer/Model Kubota D600-B, 3 Cyl.,

Diesel (Liquid Cooled)
36.61 Cu. In. (600 cc)
16.5

3800

3600

25.5 @ 2600

1000 50

NA

NA

3.1 Quarts (2.9 Liters)

API CC/CD/GE

Grade Oil Only

With 10W-30 Viscosity
(Or 30W Above 77° F Only)
3.0 U.S. Gallons

(11.4 Liters)

Diesel Fuel Oil 2-D

1.0 U.S. Gallon
(3.8 Liters)

12 Volt, 41AH, 340 CCA
(Interstate U1-SP40)
12.5 Amp Alternator
Negative Ground
Diesel W/Glow Plugs

Dual Hydrostatic
Eaton Model 7

Gear Drive Axle

Dynamic Braking
Through Hydrostatic
Transmission

Mechanical Pin Lock
In Transmission Gear

0-5 Infinitely Variable
Forward or Reverse

Manual Belt Tightener
Clutch and Band Brake
(Stops Blades Within

5 Seconds of
Disengagement)

MDG

Kubota WG600-B, 3 Cyl.,
Gasoline (Liquid Cooled)

36.61 Cu. In. (600 cc)
21.0

3850

3600

30.5 @ 2800

1200 +50

NGK BCP4ES-11

043" (1.1 mm)

3.1 Quarts (2.9 Liters)

APl SF Grade Qil Only
With 10W-30 Viscosity
(Or 30W Above 77° F Only)

3.0 U.S. Gallons

(11.4 Liters)

Regular Grade Unleaded
Gasoline (87 Octane)

1.0 U.S. Gallon
(3.8 Liters)

12 Volit, 41AH, 340 CCA
(Interstate U1-SP40)

12.5 Amp Alternator
Negative Ground

Transistorized
(No Points)

Dual Hydrostatic
Eaton Model 7

Gear Drive Axle

Dynamic Braking
Through Hydrostatic
Transmission

Mechanical Pin Lock
In Transmission Gear

0-5 Infinitely Variable
Forward or Reverse

Manual Belt Tightener
Clutch and Band Brake
(Stops Blades Within

5 Seconds of
Disengagement)

MT

Kohler CH20, 2 Cyt.,
Gasoline (Air Cooled)

38.1 Cu. In. (624 cc)
20.0

3750

3600

32 @ 2500

1200 +75

Champion RC12YC
.040” (1.02 mm)

2 Quarts (1.9 Liters)

AP! SF or SG Grade 0il
Only With 10W-30 or
10W-40 Viscosity

3.0 U.S. Gallons

(11.4 Liters)

Reguiar Grade Unleaded
Gasoline (87 Octane)
NA

12 Volt, 32AH, 240 CCA
(Delco U1-240W)

15 Amp Alternator
Negative Ground

Electronic Capacitive
Discharge

Dual Hydrostatic
Eaton Model 7

Gear Drive Axle

Dynamic Braking
Through Hydrostatic
Transmission

Mechanical Pin Lock
In Transmission Gear

0-5 Infinitely Variable
Forward or Reverse

Manual Belt Tightener
Clutch and Band Brake
(Stops Blades Within

5 Seconds of
Disengagement)




SPECIFICATIONS

MODEL MDD MDG MT

TIRE SIZE

Deck Caster Wheel 2.80/2.50-4 2.80/2.50-4 2.80/2.50-4
Pneumatic (4 Ply) Pneumatic (4 Ply) Pneumatic (4 Ply)

Drive Tire 18 x 9.50-8 18 x 9.50-8 18 x 9.50-8
{4 Ply) (4 Ply) (4 Ply)

Rear Tire (Dual) 13 x 5.00-6 13 x 5.00-6 13 x 5.00-6
(4 Ply) (4 Ply) (4 Ply)

TIRE PRESSURE

Deck Caster Wheel 20 PSI 20 PSI 20 PSI

Drive Tire 15 PS| 15 PSI 15 PSI

Rear Tire 20 PSI 20 PSI 20 PSI

DIMENSIONS*

Outside Dimensions 44" Hx 43" W 44" Hx 43" W 44" Hx 43" W
x 88" L x 88" L x 88" L

Wheel Base 42" 42" 42"

(Tractor)

Tread Width 29%" 29%" 29%"

(Tractor)

CURB WEIGHT (Approximate)*

Tractor Only 825 Lb. 805 Lb. 715 Lb.

Tractor and Mower 995 Lb. 975 Lb. 885 Lb.

GHS SYSTEM (Optional)

Biower 4x10x % 4x10x 4x10x %
Three Blade Three Blade Three Blade
Paddle Wheel Paddle Wheel Paddle Wheel

Grass Gatcher 65 Gal./7.0 Bushel 65 Gal./7.0 Bushel 65 Gal./7.0 Bushel

Capacity

DRIVE BELTS

Engine PTO Walker P/N 7230 Walker P/N 7230 Walker P/N 8230
Special Gates Special Gates Special Gates
Power Band Power Band Power Band

Engine Ground Drive Gates 3VX335 Gates 3VX335 Gates 3VX355
(P/N 7231) (P/N 7231) (P/N 6231)

Ground Drive Walker P/N 7232 Walker P/N 7232 Walker P/N 7232
or Gates A45 or Gates A45 or Gates A45

Blower (GHS Model) Gates 3VX280 Gates 3VX280 Gates 3VX280
(P/N 7234) (P/N 7234) (P/N 7234)

NOTE: See Owner’'s Manual P/N 5895 for addi-
tional Tractor, Deck and GHS specifications

* Dimensions and weight shown for 42” GHS
Model (typical)




SECTION 2

Safety Instructions

A This safety alert symbol means CAUTION,
WARNING or DANGER concerning personal
safety. When you see this symbol read, under-
stand and follow the instructions because it is
important for safety. Failure to comply with the
instructions may result in personal injury.

The Walker Rider Lawnmower has been designed
with many safety features to protect the operator
from personal harm or injury. However, it is neces-
sary for the operator to use safe operating prac-
tices at all times. Failure to follow the safety
instructions contained in this manual may resultin
personal injury or damage to equipment or
property.

If you have any questions concerning set-up
operation, maintenance or safety, please contact
your authorized Walker Mower Dealer or call
Walker Manufacturing Company at (303) 221-5614.

BEFORE OPERATING

A. Read and understand the contents of this
Owner’s Manual before starting and operating the
machine. Become thoroughly familiar with all con-
trols and how to stop the machine and disengage
the controls quickly. A replacement Owner’s
Manual is available by sending Model and Serial
No. to:
Walker Manufacturing Company
5925 East Harmony Road
Fort Collins, CO 80525

B. Never allow children to operate rider mower. Do
not allow adults to operate without proper in-
struction.

C. Clear area to be mowed of foreign objects
which may be picked up and thrown by cutter
blades. Pick up all sticks, stones, wire and any
other debris.

D. Keep everyone, especially children and pets, a
safe distance away from area being mowed. Do
not mow with bystanders in area.

E. Do not operate machine barefoot or wearing
sandals, sneakers, tennis shoes or similar light-
weight footwear. Wear substantial protective
footwear.

F. Do not wear loose fitting clothing that could get
caught in moving parts. Do not operate machine
wearing shorts; always wear adequate protective
clothing including long pants. Wearing safety
glasses, safety shoes and helmet is advisable and
required by some local ordinances and insurance
regulations.

G. Prolonged exposure to loud noise can cause
impairment or loss of hearing. Operator hearing
protection is recommended; particularly for con-
tinuous operation of GHS Model due to blower
noise level. Wear a suitable hearing protective
device, such as earmuffs or earplugs.

H. Keep all shields and safety devicesin place. Ifa
shield, safety device or decal is damaged, unus-
able or missing, repair or replace it before operat-
ing the equipment.

I. Be sure interlock switches are functioning cor-
rectly so engine cannot be started unless Forward
Speed Control is in “Neutral” position and PTO
clutch is in “Disengage” position. Also engine
should stop if the operator lifts off the seat with the
PTO clutch in the “Engage” position.

J. Handle gasoline with care; it is highly flammable
and its vapors are explosive:

¢ Use an approved fuel container.

® Never add fuel to arunning engine or hotengine
(allow hot engine to cool several minutes).

® Keep matches, cigarettes, cigars, pipes, open
flames or sparks away from fuel tank and fuel
container.

® Fill fuel tank outdoors with extreme care - up to
aboutoneinch from top of tank. Never fill fuel tank
indoors. Use funnel or spout to prevent spilling.

® Replace machine fuel cap and container cap
securely and clean up spilled fuel before starting
engine.

K. Never attempt to make any adjustments while
the engine is running, except where specifically
instructed to do so.

L. Battery for electric system contains sulfuric
acid. Avoid contact with skin, eyes and clothing.
Keep battery and acid out of reach of children.




OPERATING

A. Operate mower only in daylight or in good arti-
ficial light with visibility of area being mowed.

B. Sit on the seat when starting the engine and
operating the machine. Keep feet on deck foot-
rests atall times when the tractor is moving and/or
the mower blades are operating.

C. For beginning operator, learn to steer (maneu-
ver) tractor with slow engine speed before attempt-
ing mowing operation. Be aware that with the front
mounted mower configuration the back of the
tractor swings to the outside during turns.

D. Remember - motion of the tractor can always
be stopped by pulling the Forward Speed Control
into “Neutral-Park” position.

E. Disengage blade clutch (switch on commercial
model) and put Forward Speed Control in “Neu-

tral” position before starting engine (an ignition

interlock switch normally prevents starting if these
controls are in “Operating” position).

F. Do not run engine in a confined area without
adequate ventilation. Exhaust fumes are hazard-
ous and could be deadly.

G. Do not carry passengers - maximum seating
capacity is one person.

H. Watch for holes, rocks and roots in the terrain
and other hidden hazards. When mowing tall
grass, mow higher than desired to expose any
hidden obstacles and then clean area and mow to
desired height.

1. Avoid sudden starts or stops. Before backing up,
look to rear to be sure no one is behind the
machine. Watch carefully for traffic when crossing
or working near roadways.

J. Disengage blade drive when transporting across
drives, sidewalks, etc. Never raise the mower deck
while blades are rotating.

K. Maximum recommended side slope operating
angle is 20 degrees or 33% grade. When operating
on a slope, reduce speed and use caution to start,
stop and maneuver. Avoid sharp turns or sudden
changes in direction on a slope to prevent tipping
or loss of control.

L. Never adjust cutting height with engine run-
ning. Before adjusting cutting height or servicing,
disengage blade drive, stop engine and remove
ignition key. Wait for all movement to stop before
getting off the seat. (Note: A blade/blower brake
should normally stop rotating drive line within 5
seconds of disengaging PTO clutch.)

M. For side discharge mower decks, do not oper-
ate with grass deflector chute removed and keep
the deflector in the lowest possible position.

N. For GHS Models, do not operate with grass
catcher in “Dump” position or with the back door
“Open” - dangerous projectiles may be thrown.

O. For GHS models, use care when closing the
grass catcher door. Keep fingers and hands away
from the hinge and pinch points when the door is
being closed. Stay clear of the door frame as the
door is held closed with springs and the door may
slam shut with considerable force.

P. In case of clogging or plugging of mower deck
or GHS catching system:

® Disengage PTO clutch and shut engine off
before leaving seat.

® ook at the blade drive shaft and blower drive
pulley to make sure all movement has stopped
before trying to unclog the system.

® Disconnect spark plug wire or fuel valve sole-
noid plug (Diesel).

® Never place hand under deck or in GHS blower
- use stick or similar tool to remove clogged
material.

Q. If the cutting blades strike a solid object or the
machine begins to vibrate abnormally, immediately
disengage PTO clutch, stop the engine, wait for all
moving parts to stop and disconnect the spark
plug wire to prevent accidental starting (gas mod-
els). Then, thoroughly inspect the mower for any
damage and repair the damage before restarting
the engine and operating the mower. Make sure
cutter blades are in good condition and blade nuts
are tight.

R. Do not touch engine or muffler while engine is
running or immediately after stopping since these
areas may be hot enough to cause a burn.




S. Never remove radiator pressure cap when
engine is hot (hot water may spray and burn).

T. Do not use ether or any starting fluid to assist
starting the engine in cold weather.

U. When leaving equipment unattended, disen-
gage the blade drive (PTO), stop engine and
remove the key.

MAINTENANCE

A. Remove key from ignition switch and discon-
nect spark plug wire (gas models) to prevent
accidental starting of engine when servicing or
adjusting machine.

B. To reduce fire hazard, keep the engine free of
grass, leaves, excessive grease and dirt.

C. Keep all nuts, bolts and screws tight to be sure
machine is in safe working condition. Check blade
mounting nuts frequently to be sure they are tight.

D. Perform only the maintenance instructions
described in this manual. Unauthorized mainte-
nance operations or modifications to the equip-
ment may result in unsafe operating conditions.

E. If the engine must be running to perform a
maintenance adjustment, keep hands, feet and
clothing away from moving parts. Do not wear
jewelry or loose clothing.

F. Always use the proper engine service manual
when working on the engine. Unauthorized main-
tenance operations or modifications to theengine
may result in unsafe operating conditions.

G. Altering the equipment or engine in any manner
which adversely affects its operation, performance,
durability or use will void the warranty and may
cause hazardous conditions.

H. Never attempt to disconnect any safety devices
or defeat the purpose of these safety devices.

I. Do not change the engine governor settings or
overspeed the engine. The governor has been
factory-set for maximum safe engine operating
speed.

J. Use genuine factory replacement parts. Substi-
tute parts may result in product malfunction and
possible injury to the operator and/or others.

K. Use care when charging the battery or perform-
ing maintenance on the battery and electrical
system:

® Make sure battery charger is unplugged before
connecting or disconnecting cables to battery.

® Charge battery in a well ventilated space so
gases produced while charging can dissipate.
Make sure battery vents in caps are open.

® Keep sparks, flame, smoking materials away
from battery at all times. Use care in removing
battery cables from posts to avoid sparks.

L. Disconnect both battery cables before unplug- -
ging any wiring connectors or making repairs on
the electric system.

Keep all applicable manuals immediately accessi-
ble to anyone who may operate or service this
equipment.




SAFETY AND INSTRUCTION DECALS

The following decals are found on Model MDD, Model MDG, and Model MT Mowers.
If any are missing, replace them before putting the mower into operation. Part numbers
are given below for ordering. See Owner’'s Manual P/N 5895 for mower deck decals.

A WARNING

READ AND UNDERSTAND
OWNER'S MANUAL BEFORE
OPERATING THIS MACHINE.

KEEP ALL GUARDS IN PLACE.

OPERATOR HEARING
PROTECTION IS RECOMMENDED

FOR CONTINUOUS OPERATION OF
GHS MODEL.

NOT EQUIPPED WITH AUXILIARY
PARKING BRAKE-CHOCK WHEELS
IF PARKED ON SLOPE.

A WARNlNG Do not disconnect

any wiring before first disconnecting
both positive and negative cables
from the battery.

On Electrical Circuit Control Module (7821)

A DANGER

ROTATING BLOWER BLADES

= DO NOT PUT HANDS INTO DISCHARGE CHUTE
-- BLADES MAY CONTINUE TO SPIN AFTER
DISENGAGING CLUTCH

* DO NOT OPERATE MOWER WITH GRASS
CATCHER IN DUMP POSITION -- OBJECTS
MAY BE THROWN FROM DISCHARGE CHUTE.

DISCHARGE CHUTE

Adjacent to Blower Discharge
Chute through body (5804)

IMPORTANT

WHEN GRASS IS DIRTY AND DAMP (ESPECIALLY
SPRINGTIME), INSIDE BLOWER HOUSING MAY
ACCUMULATE A DEPOSIT OF DIRT, CAUSING

WEAR AND BINDING OF BLOWER WHEEL.
UNDER THESE CONDITIONS, CHECK BLOWER
WHEEL FREQUENTLY FOR BINDING AND USE
PRESSURE WASHER TO CLEAN DEPOSITS--
BLOWER WHEEL MUST SPIN FREELY.

Top of Blower Housing (5819)

BLADE CLUTCH

A WARNING
DO NOT ENGAGE CLUTCH
WITH PTO SHAFT
DISCONNECTED

Near Blade Clutch Control Lever (5806)

WARNING

BEFORE REMOVING CAP.
CLEAN DIRT FROM RESERVOIR

CHECK AND FILL WITH EP 90
GEAR LUBE EVERY 100 HOURS

On Gear Axle
{5810-1)

A CAUTION

HOT EXHAUST
4 4

FOR SERVICING USE
TYPE SE 20W MOTOR OIL.
FILL TO LOWER LINE.

SEE OWNER'S MANUAL
FOR ADDITIONAL
INFORMATION.

On Hydrostat
#5805 Qil Reservoir
(5810)

DO NOT REMOVE THIS CAP WHEN ENGINE
EN INE COOLANT IS HOT. DD NOT USE OR ADD 100% ANTI-
- FREEZE COOLANT OR SEVERE DAMAGE

WILL OCCUR (SEE OWNER'S MANUAL).

Near Radiator Fill Cap (7826)




CONTROL & DIRECTION DECALS

The decals shown on this page are the control and direction decals for Model MD
and Model MT Mowers. Make sure that your mower has the proper decals in place

(choke decals go on gas models only).

-8 NEUTRAL-PARK

e TR reD
TS ST

TRANSMISSION MUST BE
IN NEUTRAL AND BLADE
CLUTCH DISENGAGED.

FORWARD
SPEED
CONTROL

FAST

sLow

@ TO GO
ADJUST LEVER
FORWARD TO
DESIRED GROUND
SPEED

TO STOP

PULL STEERING
LEVERS TO NEUTRAL I

()

BEFORE MOVING
SPEED CONTROL
TO NEUTRAL

LIFT LEVER TO ENGAGE

OoN
//’_ OFF

IMPORTANT

= ENGAGE CLUTCH
WITH NO MORE THAN
4 ENGINE SPEED

* MOVE LEVER SLOWLY
AND SMOOTHLY TO
ENGAGE CLUTCH

—

RH Fender
Decal (7802)

CATCHER
LIFT HANDLE

PULL FORWARD TO
RELEASE BODY LOCK

Right side of mower

body, below catch

release lever for the
forward body section (7820)

Front corners of Grass Catcher (7817)

. = ON OFF ]
CHOKE Left side, below operator’s seat, Model MT only
(8819)

PARKING RELEASE <> PARK |
BRAKE /ooy

P FAST IDLE |
T H R OTT L E ﬁen side, below operator's seat (7819)

MODEL MD36-54

Instrument Panel Decal (7823)




SECTION 3

Assembly Instructions

SET-UP INSTRUCTIONS

The Walker Mower is shipped partially assembled.
See Owner's Manual P/N 5895, for general mower
set-up instructions.

When assembling/installing this equipment,
always follow these steps to help ensure satisfac-
tory product performance and operator safety:

® Read all the assembly/installation instructions
before you begin, understand them, and follow
them completely.

® Assemble parts and make adjustments care-
fully, and double check for accuracy.

® Test the equipment and make sure it functions
properly before you put it into service.

If anything in this manual or in Owner’s Manual
P/N 5895 is unclear or hard to understand, call
your authorized Walker dealer or our service
department (303-221-5614) for clarification before
proceeding. Your safety or the durability and per-
formance of your equipment may depend on a
clear understanding of the information contained
in this manual.

STEP 1 Tractor Tire Installation

Drive tires are 18 x 9.50-8, 4-ply; rear tires are 13 x
5.00-6, 4-ply. Refer to Owner's Manual P/N 5895
for tire installation instructions.

Tire inflation recommendations:
Drive Tires - 15 PSI
Rear Tires - 20 PSI

STEP 2 Battery Service

Refer to Owner's Manual P/N 5895 for battery ser-
vice and installation instructions. After servicing,
install the battery as shown in Photo 3-1.

10

STEP 3 Mower Deck Assembly/Installation

Referto Owner's Manual P/N 5895 for mower deck
assembly and installation instructions. The mower
deck PTO drive shaft assembly connects to the
tractor by means of a splined quick-disconnect
coupler, which simplifies alignment and installa-
tion. Pull the ring back as shown in Photo 3-2 and
slide onto spline shaft on the tractor, then release
the ring.

Pull Back
Spring Loaded Ring

PHOTO 3-2 PTO Quick Coupler

IMPORTANT: To prevent damage to the mower,
make sure the PTO shaft assembly is securely
locked on the tractor - with the bearings fully
seated in the groove and the ring in the fully for-
ward position shown in Photo 3-3. Try pulling on
the shaft after installation as a check for security.

Ring In
Full Forward Position

PHOTO 3-3. Coupler Ring “Locked” in Position




PRE-OPERATING CHECKLIST

Before operating the mower for the first time, and
as a routine before daily operations, itis important
to make sure that the mower is properly prepared
and ready for safe operation. See Owner’s Manual
P/N 5895, Page 14, for the Pre-Operating Checklist.

For proper fuels and lubricants for your mower
model, see Specifications, Page 3 of this Sup-
plement.

The following checklist items are specific to Model
DD and Model DG:

[] FILL FUEL TANK

IMPORTANT: For Model DD, clean diesel fuel is
required. Contaminated fuel will damage the fuel
injectors and injection pump.

NOTE: An electric fuel pump makes it unneces-
sary to bleed (purge out air bubbles) the fuel sys-
tem on Model DD.

Gasoline is flammable and vapors are explo-
sive. Use safe refueling procedures:

® Do not fill tank with engine running.

¢ If engine is hot, allow to cool before
refueling.

e Use an approved fuel container.

® Fuel mower outdoors

¢ Do not smoke.

© Avoid spilling fuel; use funnel or spout.

¢ Do not overfill tank; fill up to about 1 inch
below top of tank

[l CHECK AND SERVICE ENGINE AIR
CLEANER

® Remove air cleaner cover and clean dust
cup.

® Check cleanliness and security of air filter
element (clean every 100 hours and replace
every year or after six cleanings).

[J CHECK ENGINE COOLING SYSTEM

® Check radiator air intake screen is clean
and free of obstruction. Also radiator cooling
fins should be inspected and cleaned if any
buildup of debris is noted (remove intake
screen assembly to inspect and clean).

® Check coolant levels in the radiator and
overflow tank.

Do not remove radiator pressure cap when
the engine is hot.

o |f additional coolant is needed, refer to cooling
system servicing, Section 5.

0 CHECK GEAR AXLE OIL LEVEL. See Section
5 for servicing gear axle oil.

[ CHECKFUNCTION OF INSTRUMENT PANEL
WARNING LIGHTS AND HORN.

Turn ignition key to “run”, all panel warning lights
should light up and the horn sound momentarily,
indicating normal function.
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Operating Instructions
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A CAUTION!

Before operating the mower, familiarize your-
self with the location and function of all of the
operator controls. Knowing the location,
function and operation of these controls is
important for safe and efficient operation of
the mower. See Owner's Manual P/N 5895,
Page 18 for general beginning recommen-
dations.

CONTROL IDENTIFICATION AND FUNCTION
Model D Instrument Panel

There are seven gauges, switches and indicators
on the Model D instrument panel. Photo 4-1shows
the general arrangement for the instrument panel,
and Photo 4-2 shows a detail of the indicator lights
and their functions.

1. Blade PTO - On When PTO Engaged

2. Transmission - On When Forward Speed Control Out Of Neutral

3. Seat Switch - On When Operator Is Off Seat

4. Low Oil Pressure - On When Oil Pressure Is Below 7 PS|

5. Battery Charge - On When Battery Not Charging

6. High Water Temperature - On When Water Temperature Above 220° F
7. Glow Plug - On During Engine Praheat

8. OK To Start - On When OK To Start Engine

PHOTO 4-2 Indicator Lights

1. OIL PRESSURE GAUGE

Monitors engine oil pressure. Oil pressure must be
above 7 PSI for safe engine operation. The oil
pressure warning light comes on and the warning
horn sounds if the oil pressure drops below that
level. Pressures registered by the gauge may vary
according to ambient air temperature and oil vis-
cosity. It is normal for oil pressure to be higher
when the engine is cold than when the engine is at
normal operating temperature. Prolonged high
speed operation on a hot day will result in some-
what lower oil pressure readings. Readings of 35
to 45 PSI| are normal for a warm engine at moder-
ate throttle settings.

NOTE: Continued operation of the engine with
low oil pressure indications (gauge, indicator light
and horn) can cause serious engine damage.

2. WATER TEMPERATURE GAUGE

Monitors engine cooling system temperature. If
coolant temperature exceeds 220°F, an overheat
condition exists and the water temperature light
will come on and the warning horn sounds.

CAUTION: If cooling system overheating is indi-
cated, continued operation of the engine even for
a short time may result in fire and risk of personal
injury and severe damage to the equipment.

3. INDICATOR LIGHT PANEL

Contains the indicator lights shown in Photo 4-2.

NOTE: On Model MDG, the glow plug light space
is blank and does not function.

4. IGNITION SWITCH

The ignition switch is used to start and stop the
engine (and preheat the diesel engine on Model
MDD) and has three positions: “O” is the OFF
position; “RUN" is the position the key returns to
after starting (also the diesel engine glow plugs
are activated in the “RUN" position before starting
the engine); “S” isthe START position. When start-
ing the engine (afterthe glow plug light goes off on
diesel model and the green OK-to-start light
comes on), turn the key clockwise to the “S” posi-
tion. Do not hold the key in start position longer



than 10 seconds. If the engine does not start,
return the key to OFF position for at least 60
seconds before a restart attempt is made. Pro-
longed cranking can damage the starter motor
and shorten battery life. Release the key when the
engine starts, and it will return to the RUN
position. To stop the engine, rotate the key
counterclockwise to the “O” position.

5. LIGHT SWITCH (For Optional Lights)
Operates headlights (when installed).
6. HOURMETER

Records elapsed time when the ignition switch is
on.

7. WARNING HORN

Sounds to warn operator that an unsafe engine
condition is being indicated - when the engine
coolant temperature is too high or the engine oil
pressure is too low. If the horn sounds, check the
indicator lights and gauges and correct problem
before further operation.

Model T Instrument Panel

There are seven switches and indicators on the
Model T instrument panel. Photo 4-3 shows the
configuration of the panel:

1. OIL PRESSURE WARNING LIGHT

2. OIL TEMPERATURE WARNING LIGHT
3. IGNITION SWITCH

4. VOLTMETER

5. LIGHT SWITCH (Optional Lights)

6. HOURMETER

7. WARNING HORN

PHOTO 4-3. Model T Instrument Panel

1. OlL PRESSURE WARNING LIGHT

Indicates engine oil pressure is below safe operat-
ing level. This light (and warning horn) will come
onwhen theignition is turned on but should go out
after the engine is started. If the light fails to come
on with the ignition turns on, it could indicate a
burned out bulb. If the light comes on during
operation, stop the engine immediately and cor-
rect the source of problem before further oper-
ation.

NOTE: Continued operation of the engine with an
illuminated oil pressure light can cause serious
engine damage (if a low oil pressure condition
exists).

2. OIL TEMPERATURE WARNING LIGHT

Indicates engine oil temperature is above safe
operating limit and the engine is overheating. If
this light comes on, there may be a problem with:

(1) Engine cooling system (clogged air intake
screen, material packed into cylinder head cool-
ing fins)

(2) Low oil quantity in crankcase

Stop the engine and correct the source of problem
before further operation.

NOTE: Continued operation of the engine with the
oiltemperature warning lightilluminated can result
in severe engine damage.

3. IGNITION SWITCH

The ignition switch is used to start and stop the
engine and has three positions: “O” is the OFF
position; “RUN" is the position the key returns to
after starting; “S” is the START position. When
starting the engine, turn the key clockwise to the
“S" position. Do not hold the key in start position
longer than 10 seconds. If the engine does not
start, return the key to OFF position for at least 60
seconds before a restart attempt is made. Pro-
longed cranking can damage the starter motor
and shorten battery life. Release the key when
the engine starts, and it will return to the RUN
position. To stop the engine, rotate the key
counterclockwise to the “O” position.
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